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Background: 2 

The European (EU) Commission requires the development of a “MUDI-DI” for implementation of a new level 
of eyewear product identification for “highly individualised devices” as part of the UDI requirements based on 
the European Union Medical Device Regulation (MDR). EU COM will require compliance with the Unique 
Device Identification (UDI) system for medical devices (Regulation (EU) 2017/745) The resulting solution 
to support these regulations will be focused solely on the Healthcare Industry and will not apply to other 
industries unless a future use case is identified. The resulting solution to support these regulations will be 
focused on supporting the EU.   

GS1 is one of the UDI issuing entities designated by the European Commission and must continue to meet 
this UDI issuing entity selection criteria.  As a result, GS1, like the other UDI issuing entities, has been 
tasked by the European Commission to provide a solution to implement the “MUDI-DI”.  GS1 is the most 
used identification system for UDI implementation and as such, our users expect GS1 to offer an appropriate 
identifier to implement the “MUDI-DI”. Internal analysis of the GS1 standards for identification by GS1 Global 
Office has concluded that today GS1 does not already have an appropriate identifier to meet the business 
needs expressed for the “MUDI-DI”. The EU Commission published the Commission Delegated Regulation 
(EU) 2025/1920 of 12 June 2025 amending Regulation (EU) 2017/745 of the European Parliament and of the 
Council, as regards the assignment of Unique Device Identifiers for spectacle frames, spectacle lenses and 
ready-to-wear reading spectacles the 23rd of September 2025 to the OJEU 

As a Designated EU issuing entity for UDI, GS1 must develop specifications and rules for the “MUDI-DI” to 
enable manufacturers to fulfil their obligations regarding UDI and avoid disproportionate data entries in 
EUDAMED (which may also affect operability of the system), a specific UDI assignment solution needs to be 
developed a specific UDI assignment solution has been developed to allow grouped reporting of highly 
individualised device data to EUDAMED. 

 

Disclaimer 3 

GS1 seeks to minimise barriers to the adoption of its standards and guidelines by making the intellectual 4 
property required to implement them available, to the greatest extent possible, on a royalty-free basis, or 5 
when necessary, under a RAND licence. Such royalty-free and RAND licences are provided pursuant to the 6 
GS1 IP Policy (available here: https://www.gs1.org/standards/ip), which governs the work of work group 7 
participants who contribute to drafting standards and guidelines, including this document. In addition to 8 
licences, the GS1 IP Policy provides various benefits and obligations that apply to all implementers of GS1 9 
standards and guidelines, and all implementations of GS1 standards are subject to those terms. 10 
Nevertheless, please note the possibility that an implementation of one or more features of this standard or 11 
guideline may be the subject of a patent or other intellectual property right that is not covered by the licences 12 
granted pursuant to the IP Policy. In addition, the licences granted under the IP Policy do not include the IP 13 
rights or claims of third parties who were not participants in the corresponding standard development work 14 
group. 15 

Accordingly, GS1 recommends that any person or organisation developing an implementation of this standard 16 
or guideline should determine whether any patents or other intellectual property may encompass such 17 
implementation, and whether a licence under a patent or other IP right is needed. The implementer should 18 
determine the potential need for licensing in view of the details of the specific implementation being designed 19 
in consultation with that party's patent counsel. 20 

The official versions of all GS1 standards and guidelines are provided as PDF files on GS1's online reference 21 
directory (https://ref.gs1.org) (the "GS1 Reference"). Any other representations of standards or guidelines in 22 
any other format (e.g., web pages) are provided for convenience and descriptive purposes only, and in the 23 
event of a conflict, the GS1 Reference document shall govern. 24 

THIS DOCUMENT IS PROVIDED “AS IS” WITH NO WARRANTIES WHATSOEVER, EXPRESS OR IMPLIED, 25 
INCLUDING ANY WARRANTY OF MERCHANTABILITY, NONINFRINGEMENT, FITNESS FOR PARTICULAR 26 

https://www.gs1.org/standards/ip
https://ref.gs1.org/


PURPOSE, ACCURACY OR COMPLETENESS, OR ANY WARRANTY OTHERWISE ARISING OUT OF THIS 27 
DOCUMENT. GS1 disclaims all liability for any damages arising from any use or misuse of this document, 28 
whether special, indirect, consequential, or compensatory damages, and including liability for infringement of 29 
any intellectual property rights, relating to use of information in or reliance upon this document. 30 

GS1 makes no commitment to update the information contained herein, and retains the right to make 31 
changes to this document at any time, without notice. GS1® and the GS1 logo are registered trademarks of 32 
GS1 AISBL. 33 
 34 
 35 

2.6.17 Restricted application – highly individualised device identifier via Master Unique 36 

Device Identifier – Device Identifier (MUDI-DI) 37 

Application description 38 

MUDI-DI meets a EUDAMED registration requirement for highly individualised medical devices. The 39 
first published regulatory requirement covereds contact lenses, per both Made-to-Stock (standard 40 
contact lenses per regulation (EU) 2017/745 as amended 7 October 2023) and Made-to-Order 41 
contact lenses. The EU Commission published the additional Commission Delegated Regulation (EU) 42 
2025/1920 of 12 June 2025 amending Regulation (EU) 2017/745 of the European Parliament and of 43 
the Council, as regards the assignment of Unique Device Identifiers for spectacle frames, spectacle 44 
lenses and ready-to-wear reading spectacles the 23rd of September 2025 to the OJEU.  45 
 46 
This restricted application now covers contact lenses, spectacle frames, spectacle lenses and ready-47 
to-wear reading spectacles only and Ffuture regulation(s) may cover additional device types.  48 
 49 
MUDI-DI permits consolidated EUDAMED registration of standard contact lenses, spectacle frames, 50 
spectacle lenses and ready-to-wear reading spectacles with similar clinical parameters sharing the 51 
same combination of design parameters according to identifiers specified per the two scenarios 52 
below: 53 

■ For devices that are currently identified by GTIN, MUDI-DI, not GTIN, serves as the UDI-DI in 54 
markets utilising MUDI-DI requirements, .for markets not utilising MUDI-DI requirements, the 55 
GTIN serves as the UDI-DI requirement. For MUDI-DI the Highly Individualised Device 56 
Registration Identifier (HIDRI): AI (8014) is used instead of GTIN for device registration within 57 
EUDAMED. The Highly Individualised Device Registration Identifier (HIDRI) is a restricted 58 
application use of the GS1 Global Model Number (GMN). GTINs allocated according to existing 59 
rules associated with AI (01) for Made-to-Stock trade items, will continue to be used for these 60 
devices to support current business processes. Therefore, AI (01) and related UDI-DI production 61 
identifiers (e.g., lot number, serial number, production date) would appear with AI (8014) on 62 
product labelling for Made-to-Stock contact lenses, spectacle frames, spectacle lenses and 63 
ready-to-wear reading spectacles in the EU. 64 

■ For Made-to-Order devices where GTIN is not currently used, a Made-to-Order GTIN SHALL be 65 
used in conjunction with a compound GS1 identifier via key component (e.g., UDI production 66 
identifier lot number or serial number). This GTIN SHALL be used as the MUDI-DI and therefore 67 
the UDI-DI. This GTIN SHALL be qualified using AI (03) not AI (01) to signal scanning/reading 68 
systems that the compound GS1 identifier GTIN key is required and that the GTIN itself is 69 
allocated according to Made-to-Order GTIN rules rather than the current Made-to-Stock rules. 70 
This GTIN may be a GTIN-12, GTIN-13 or a GTIN-14, but when it is registered in EUDAMED, it is 71 
stored in a 14-digit format. 72 

The MUDI-DI, whether the Highly Individualised Device Registration Identifier (HIDRI) or Made-to-73 
Order GTIN, once assigned, SHALL NOT be reissued. 74 

The MUDI-DI SHALL be used for EUDAMED Registration of standard contact lenses, spectacle 75 
frames, spectacle lenses and ready-to-wear reading spectacles and the following applies:  76 
 77 
The MUDI-DI SHALL only be used for standard contact lenses that will be registered in EUDAMED 78 
per European regulations and the following applies: 79 



GS1 key 80 

Required 81 

For devices currently utilising GTIN per existing (Made-to-Stock) GS1 Healthcare GTIN Allocation 82 
Rules Standard 83 

■ Highly Individualised Device Registration Identifier (HIDRI) SHALL be used as the MUDI-DI 84 
(UDI-DI). 85 

■ GTIN (SHALL be used for current business processes) 86 

For Made-to-Order devices not currently identified by a GTIN: 87 

■ Made-to-Order GTIN SHALL be used as the MUDI-DI (UDI-DI) 88 

■ Made-to-Order GTIN in conjunction with a compound GS1 identifier key data element (e.g., lot 89 
number, serial number) SHALL be used for current business processes where GTIN alone is 90 
insufficient to uniquely identify the device) 91 

Rules 92 

See section 4.13 93 

For devices using current GS1 Healthcare GTIN Allocation Rules Standard used for Made-to-Stock 94 
products, GTIN SHALL continue to be used for current business processes and the Highly 95 
Individualised Device Registration Identifier (HIDRI) SHALL be used as the MUDI-DI (UDI-DI) 96 
according to the following rules: 97 

■ The Highly Individualised Device Registration Identifier (HIDRI) SHALL be used as MUDI-DI and 98 
SHALL NOT be used to identify the device for the purpose of trade where Global Trade Item 99 
Number (GTIN) is used today. 100 

■ The GTIN SHALL NOT be used for MUDI-DI registration purposes in EUDAMED where the Highly 101 
Individualised Device Registration Identifier (HIDRI) serves as the MUDI-DI (UDI-DI). 102 

■ At any given time, the relationship between the Highly Individualised Device Registration 103 
Identifier (HIDRI) / (MUDI-DI) and a Made-to-Stock GTIN using AI (01) is 1:n (can be one to 104 
one or one to many), meaning the Highly Individualised Device Registration Identifier (HIDRI) / 105 
(MUDI-DI) can be related to more than one Made-to-Stock GTIN. 106 

■ As the Highly Individualised Device Registration Identifier (HIDRI) is stored within the UDI-DI 107 
field within EUDAMED, this element string SHALL contain at least one non-numeric character 108 
within the “grouping reference” data structure to ensure against any potential conflict with 109 
existing GTINs. 110 

■ In documentation, the MUDI-DI shall be displayed per GMN rules found in section 2.6.13. 111 
■ Allocation of the Highly Individualised Device Registration Identifier (HIDRI) to register a family 112 

of Made-to-Stock contact lenses, spectacle frames, spectacle lenses or ready-to-wear reading 113 
spectacles as the MUDI-DI is made per the discretion of the brand owner, but in compliance with 114 
EU regulatory requirements based on the EU Medical Device Regulation (MDR), relevant 115 
delegated regulations and guidance documents. 116 

For Made-to-Order devices not currently identified by a Made-to-Stock GTIN, a Made-to-Order GTIN 117 
SHALL be used as the MUDI-DI (UDI-DI) for EUDAMED registration according to the following rules: 118 

■ The Made-to-Order GTIN SHALL be used as a Global Trade Item Number (GTIN) in conjunction 119 
with a compound GS1 identifier GTIN key component (e.g., lot number, serial number) in order 120 
to create a unique trade item identifier. 121 

■ The Made-to-Order GTIN SHALL be used for EUDAMED registration purposes as the MUDI-DI 122 
(UDI-DI). 123 

■ In documentation, the MUDI-DI shall be displayed as a single data field, but formatting such as 124 
bold or italics may be used within text representation of the identifier to increase efficiency and 125 
accuracy of key-entry. 126 

■ Allocation of the Made-to-Order GTIN for a family of Made-to-Order contact lenses, spectacle 127 
frames, spectacle lenses or ready-to-wear reading spectacles is made per the discretion of the 128 
brand owner, but in compliance with EU regulatory requirements based on the EU Medical 129 
Device Regulation (MDR), relevant delegated regulations and guidance documents. 130 

■ The same GTIN value SHALL NOT be used with AI (01) and AI (03). 131 

https://ref.gs1.org/standards/gtin-allocation-healthcare/
https://ref.gs1.org/standards/gtin-allocation-healthcare/
https://ref.gs1.org/standards/gtin-allocation-healthcare/
https://ref.gs1.org/standards/gtin-allocation-healthcare/
https://ref.gs1.org/standards/gtin-allocation-healthcare/


Attributes 132 

Required 133 

Where one Made-to-Order GTIN with AI (03) can support requirements related to specific use by a 134 
patient or the purpose of trade, intended use, or point-of-care and EUDAMED registration of highly 135 
individualised devices sharing the same combination of design parameterssimilar characteristics, in 136 
the context of the EU UDI requirements for contact lenses, spectacle frames, spectacle lenses or 137 
ready-to-wear reading spectacles there SHALL BE: 138 

a. no requirement to conform to the existing GS1 Healthcare GTIN Allocation Rules Standard 139 
and 140 

b. no mandatory requirement for lot number or serial number (beyond that specified by 141 
regulation) to ensure unique identification because there is a one-to-one GTIN to device 142 
relationship.a Made-to-Order GTIN SHALL be used in conjunction with a compound GS1 143 
identifier via UDI production identifier lot number or serial number. 144 

For contact lenses registered using MUDI-DI in EUDAMED, where MUDI-DI is a MtO GTIN, and where 145 
the contact lenses must be distinguishable from other contact lenses consolidated by the same MtO 146 
GTIN (MUDI-DI) for specific use by a patient or the purpose of trade, intended use, or point-of-care, 147 
each contact lens SHALL be uniquely identified and marked. Where one GTIN with AI (03) is used to 148 
support EUDAMED registration of highly individualised devices sharing similar characteristics and the 149 
GTIN cannot support distinguishing one device from another, there SHALL BE: 150 
 151 
When MUDI-DI uses a MtO GTIN for contact lenses, spectacle frames, spectacle lenses, or ready-to-152 
wear reading spectacles registered using MUDI-DI in EUDAMED, trade items must be distinguishable 153 
from each other when consolidated by the same MtO GTIN (MUDI-DI) for specific use by a patient or 154 
for the purpose of trade, intended use, or point-of-care. Each contact lens, spectacle frames, 155 
spectacle lenses or ready-to-wear reading spectacles SHALL be uniquely identified and marked 156 
where one GTIN with AI (03) is used to support EUDAMED registration of highly individualised 157 
devices sharing same combination of design parameters and where the GTIN cannot support 158 
distinguishing one device from another, there SHALL BE: 159 

a. no requirement to conform to existing GS1 Healthcare GTIN Allocation Rules Standard and: 160 

b. GTIN with another compound GS1 identifier key data element that ensures unique 161 
identification (e.g., lot number, serial number) SHALL be used to ensure unique 162 
identification, for these extra regulatory requirements, because there is a one-to-many GTIN 163 
to device relationship. 164 
Optional 165 

Optional 166 

See section 3.2 - GS1 Application Identifiers in numerical order for a complete list of all GS1 167 
Application Identifiers. 168 

Data carrier specification 169 

Carrier choices 170 

■ See the “data carrier specification carrier choices“ recommendations on preferred options, 171 
options in addition to the barcode and other acceptable options found at the end of Section 172 
2.1.5 Healthcare primary packaging (non-retail trade items) which apply to Section 2.1.6 173 
Healthcare secondary packaging (regulated healthcare retail consumer trade items) as well. 174 

 175 

Note: If the item is also scanned as a retail trade item a barcode that conforms to retail 176 
specifications is also required. 177 

Symbol X-dimensions, minimum symbol height and minimum symbol quality 178 

Highly individualised medical devices will require MUDI-DI but the symbol specifications for the 179 
device itself SHALL NOT change. These specifications are found in the relevant application standard 180 
for the device as determined by the brand owner of the device. For a list of applications and their 181 
associated symbol specification tables, see section 2.7. 182 

https://ref.gs1.org/standards/gtin-allocation-healthcare/
https://ref.gs1.org/standards/gtin-allocation-healthcare/
https://ref.gs1.org/standards/gtin-allocation-healthcare/
https://ref.gs1.org/standards/gtin-allocation-healthcare/


Excerpts of Table 2-37 below provide relevant application standards. 183 

Application See section SST(s) 

Healthcare primary packaging (non-retail trade items) 2.1.5 6 

Healthcare secondary packaging (regulated healthcare retail consumer 

trade items) 
2.1.6 8 or 10 

Symbol placement 184 

All the symbol placement guidelines defined in section 6. 185 

Unique application processing requirements 186 

For a description of processing requirements, see section 7. 187 
 188 
 189 
 190 
 191 

3.9.14  Highly Individualised Device Registration Identifier (HIDRI): AI (8014) 192 

The GS1 Application Identifier (8014) indicates that the GS1 Application Identifier data field contains 193 
the Highly Individualised Device Registration Identifier (HIDRI) but are currently identified with a 194 
made-to-stock GTIN for other business purposes. It is used for the unique identification of a family 195 
of standard contact lenses, spectacle frames, spectacle lenses and ready-to-wear reading spectacles 196 
that will be registered in EUDAMED (European database on medical devices). 197 

The structure and content of the grouping reference are at the discretion of the brand owner. It may 198 
contain all characters listed in Error! Reference source not found.Table 7-20. 199 

The check character pair is explained in section 7.9.5. Its verification, which must be carried out in 200 

the application software, ensures that the identifier is correctly composed. 201 

As the Highly Individualised Device Registration Identifier (HIDRI) is stored within the UDI-DI field 202 
within EUDAMED, this element string SHALL contain at least one non-numeric character within the 203 
“grouping reference” data structure to ensure against any potential conflict with existing GTINs. 204 

GS1 
Application 
Identifier 

Highly Individualised Device Registration Identifier (HIDRI) 

GS1 Company Prefix 
───────────────› 

Grouping reference 
───────────────────────────› 

Check 
characters 

8 0 1 4 N1   ...                Ni               Xi+1   ...           variable length                          Xj (j<=23) Xj+1  Xj+2 

When indicating this element string in the non-HRI text section, the following data title 205 
SHOULD be used: MUDI 206 

• Note: This element string SHALL never be used to identify the entity as a trade item. The 207 
GS1 Company Prefix (see section Error! Reference source not found.1.2.3.3) is allocated 208 
by GS1 Member Organisations to the brand owner that allocates the MUDI-DI. It makes the 209 
number unique worldwide. The MUDI-DI can be used in any labelling, physical marking, or 210 
GS1 AIDC data carrier on associated trade items. For the purpose of EUDAMED access, HIDRI 211 
is sufficient as a standalone key. When used in a barcode with production identifiers (e.g., lot 212 
number, serial number), HIDRI shall be associated with GTIN as the Application Identifiers for 213 
production identifiers have a mandatory association with GTIN 214 

• Note: This element string can be up to 25 characters in length and can go as low as 8 to 15 215 
characters and shall include the GS1 Company Prefix, at least one non-numeric character as 216 
the grouping reference, and the check character pair. 217 

 218 

 219 


